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Type

Size

Supply Voltage

Sensing Gap

Enclosure

Cable

: SW 4051 PO D1 B30

: M30x65mm

: 10 - 30 V DC

: 15mm

: Brass

: 3 Core PVC Flexible

FEATURES

ELECTRICAL DATA

Supply Voltage

Output Type

Load Current            

Protection

Quiescent Current   

Voltage Drop             

: 10 - 30 V DC

: PNP-NO

: 400mA

: Short Circuit (Pulsed)

: < 10mA

: < 2V @400mA

A/F 36

LED
M30x1.5P

OPERATIONAL DATA

Sensing Distance      (SD)

Working Temperature

Frequency Response

: 15mm ± 10%

: -25°C to +70°C

: 200 Hz

APPROVALS

MECHANICAL DATA

CE Marking

Housing Material

Connection Type

Cable Type

Connector Type

Degree of Protection

Working Pressure

: Nickel Plated Brass

: Cable

: 3 Core PVC Flexible,

: -

: IP-68

: 2.5 Bar

Reverse Polarity

Sensing Face : ABS Plastic

Weight           : 195 gm 

Mounting : Non Flush

Hysteresis : 5% ≤ Hyst ≤ 15% of SD
ELECTRICAL CONNECTION

SW

+Ve

-Ve
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Load

ACCESSORIES

2 Nos. Lock Nut With MS Star Washers

Size 0.4 Sq.mm.

Cable Diameter : 4.5mm

REFERENCE STANDARD 

IEC 60947-5-2

DIMENSIONS

Part No. : INMR0016

Sensing Object : 1mm Thick M.S. Piece

MILLIONS OF SWITCHES IN OPERATION SINCE 1980

of ø30mm

Output Status Indication LED : Green


	1: 4051 PO B30

